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REVISIONS

REV ECN DESCRIPTION DATE BY

A 08-0483 INITIAL RELEASE 08/05/2008 DLC

A1 JT012990

REMOVED 3 & 7 FROM CONTACT OPTIONS;

ITEM NO.  QTY. PART NUMBER DESCRIPTION

5 4 2800647 RIVET, 4.00MM O.D., ALUMINUM 

4 4 2800631 SPRING, COMPRESSION, .156IN. O.D., .250IN. LEN., SST

3 32 002-086-XX CONTACT, REDUCED ACTUATION FORCE

2 1 001-582-05 SOCKET LID

1 1 001-595-30 GFP SOCKET BASE (7MM, 0.80MM C/C, 32LD)
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1. MATERIAL AND FINISH:
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(7MM, 32 LD, 0.80MM C/C)

    CONTACTS: SEE CHART
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    SOCKET LID AND BASE: POLYETHERIMIDE.

    RIVETS: ALUMINUM # 5056.

FINISH

 0.025

 

CONFIDENTIAL/PROPRIETARY

WITH ASME
IN ACCORDANCE

DO NOT SCALE

1

 1

LEGEND

TOLERANCES

3. THIS PRODUCT IS ROHS COMPLIANT.

    SPRINGS: STAINLESS STEEL, PASSIVATED.

2  MARKING: 2.0 HIGH, COLOR - WHITE, LOCATE AS SHOWN.

  ANGLE    

SIZE

WITHOUT PERMISSION. ALL RIGHTS RESERVED.
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3007-032-X-07 A1
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QFP SOCKET ASSEMBLY,
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2PRODUCT IDENTIFIER

AND RAIL CODE
CONTACT, DATE CODE
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LID AND REVISION
CODE
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SCALE 8:1
GENERAL DEVICE SPECIFICATIONS
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RECOMMENDED PCB HOLE PATTERN
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STANDOFFS
0.83±0.02

(PLATED THRU)
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1.308X 

4.508X 

22.90±0.08

32X 

±0.085.60

±0.0812.74

±0.0817.82
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3007-032 - X - 07 X
 SOCKET ASSEMBLY REVISION

CONTACT MATERIAL & PLATING
0 = BeCu w/ Au (Overall) (SPECIAL ORDER)
6 = BeCu w/ Au-Au FLASH

     
 Property

 of

Sensata Tech
nologies


